
w w w . e n a b l i n g e n v i r o n m e n t s . c o m . a u

CORRIDOR

HAND WASHING STATION
Principle #4: Recess the staff hand 
washing sink in the wall and hide it 
with a roller shutter that matches 
the colour of the wall. This will 
help reduce unnecessary stimuli in 
the environment and avoid people 
inappropriately using the sink.

STAFF ACCESS
Principle #4:  Doors to no access 
areas can be camouflaged by making 
them the same colour as the wall 
and by removing the door frame. 
Continue the lean rail and skirting 
board across the door as well so that 
it blends in with the wall. 

FLOORING
Principle #6 ; Principle #4 ; Principle #2: Reduce 
excess stimuli in the environment by avoiding 
long corridors.

Principle #3:  Ensure that the colours and patterns 
used on floor surfaces are appropriate and that  
flooring materials are non-slip and non-glossy.

5 34

LIGHTING
Principle #5 ; Principle #6: 
Ensure even lighting –from 
ceiling lights and supplementary 
wall lights to achieve a minimum 
light level of 150 lux during the 
day and 100 lux at night.

If possible, running glass panels 
along the top of the corridor 
walls will fill the space with 
natural even light and reduce 
the institutional feel.

CORRIDORS
Principle #4: Ideally, corridors 
should be as short as possible 
with no more that 4 bedrooms 
along one corridor. If the corridor 
is long, then ensure that it doesn’t 
have a dead end or a locked exit 
door at the end of it.

Principle #3: A large unique 
object or a distinctive looking 
seating area can be placed at the 
end of the corridor as a way to 
help orientation. Each corridor 
should be characterised with a 
different orientation element 
so that they can easily be told 
apart.

To protect privacy, the entrance 
to the home should not require 
walking past bedrooms.
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